[image: image1.png]www.cenracing.com



[image: image2.png]www.cenracing.com



[image: image3.png]www.cenracing.com




CEN Racing’s Engine Directory

Corsa 28 / 30 Engine 

Comes in:  Matrix TR Arena, Matrix C1 Buggy, Matrix R2 Buggy, GSR 5.0 
.
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Displacement: .28ci / .30ci
Ports: 3
Rear Exhaust
Starter Type: Pull Start
Carburetor: 2 needle rotary
Crankshaft: SG 
Piston / Sleeve: ABC
Recommended engine settings:
Top: 3 ½ turns out

Bottom: 1.5 turn out from flush

Idle:  1mm gap

Recommended engine temp:  220-250 degrees Fahrenheit 

Refer to these settings if your engine is not running properly.  This will give you a good starting point.

CEN / SH 28

Comes in:  Matrix TR Arena (older Generation)
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Displacement: .28ci
Ports: 3
Rear Exhaust
Starter Type: Pull Start
Carburetor: 2 needle rotary
Crankshaft: SG 
Piston / Sleeve: ABC
Recommended engine settings:
Top: 3 ½  turns out

Bottom: 1 turn in from flush

Idle:  1mm gap

Recommended engine temp:  220-250 degrees Fahrenheit 

Refer to these settings if your engine is not running properly.  This will give you a good starting point
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